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TECHNICAL BULLETIN 

 
MA-LUBE NY-PE 

 
STATEMENT OF USE 
 
Ma-Lube NY-PE is a new generation coning oil specifically designed for polyester 
yarns. 
 
 
TYPICAL PROPERTIES 
 
  Chemical Composition   Highly refined mineral oil with a 

mixture of various nonionic 
emulsifiers, antistatic agents and 
rheology modifiers for non-sling 
properties. 

 
  Appearance     Almost water white liquid 
 
  Ionic Nature     Nonionic 
 
  pH (5%)     5.0 ± 2.0 
 
  Storage Life     12 months minimum 
 

  Viscosity, SUS (100° F)   98.7 
 
  Color, APHA     < 35 
 
  Emulsion Stability    Very good 
 

  Flash Point, COC (° F)   340 
 
  Density, lb/gal    7.23 
 
ADVANTAGES 
 
• Low sling properties due to special rheology modifiers 
 
• Allows for even build-up of package during winding 
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• Excellent emulsification properties 
 
APPLICATION 
 
• By kiss roll 
 

PACKAGING 
 
Available in returnable drums. 

 

PHYSIOLOGICAL DATA 
 
For Industrial Use Only:  The usual precautions in keeping chemicals from the eyes and skin and 
avoiding ingestion and prolonged inhalation of vapors should be observed. 

 

While every care has been taken to ensure the accuracy of the information contained in this 
publication, no warranty or liability will be accepted as the conditions of usage are beyond our 
control.  Product specifications can be provided upon request. 

 

Our Technical Sales Department is available to assist customers in preparing formulae and 
procedures to suit their specific requirements.  Production trials are recommended to determine 
effectiveness.  Process information submitted by our customers will be treated in confidence. 

 


